
 

 

 

 

 

ROOFING AND WALLING 
SPAN TABLES 

Effective from 1
st
 October 2012 

 Corodek® 

 Trimclad 

 Metrospan 

 .60 Curving Quality 

 Metlok 700 

 Metrib 

 Mini Coro 

 Metroclad 850 



 

 
Effective from 6

th
 August, 2012 

 
ROOFING AND WALLING SPAN CHARTS 

The Wind Capacity Tables are based on testing in accordance with AS1562.1-1992 and AS4040.0, 1 & 2- 1992. Span tables have 

been developed by determining wind pressures in accordance with AS4055-2006 for domestic applications and AS/NZS 

1170.2:2002 for all other applications. Capacity tables are in limit state format.

Roofing calculations are based on Cpe=-0.9 and Cpi=0.2, walling is based on Cpe=-0.65 and Cpi=0.2. A local pressure factor, 

Kl=2.0 has been used for all roofing and walling spans for both strength and serviceability limit states. Roof spans allow for 

loads incidental to maintenance.

All pressures have been determined assuming the wind loading in any direction is not affected by topography. The following 

shielding factors have been used for each of the terrain categories: Category 3 = 0.85, Category 2.5 = 0.95, and Category 2 = 1.

 

Single 950 900 900

End 1250 1200 1200

Internal 1250 1200 1200

Single 1500 1350 1300

End 1900 1500 1450

Internal 2300 2050 1950

Single 900 900 900

End 1300 1300 1300

Internal 1800 1800 1750

Single 1750 1450 1400

End 1950 1700 1650

Internal 2300 2100 2000

Corodek Maximum Spans (mm)

AS1397-G550 550 230 5 Degrees

AS1397-G550 550 204 762mm

762mm5 Degrees204550AS1397-G550

762mm230550AS1397-G550

762mm

0.42 mm

Roofing

Walling

BMT Application
Span Type

0.48 mm

Roofing

Walling

Steel Base 

Description
Mpa

Mass m2 

Tonne
Cover Width

N2 (W33) N3 (W41C)

Minimum 

Roof Pitch N4 (W50C)

 

Single 1700 1600 1450

End 2200 2000 1550

Internal 2500 2250 1700

Single 1150 1150 1150

End 1350 1350 1350

Internal 1900 1900 1500

Single 2100 1850 1700

End 2550 2250 1700

Internal 3000 2600 1950

Single 1700 1700 1500

End 1900 1900 1500

Internal 2600 2350 1800

Single 2400 2000 1950

End 2950 2550 2050

Internal 3300 2900 2250

550AS1397-G550

AS1397-G550

AS1397-G550 550

0.35 mm Walling

BMT Application
Span Type N2 (W33) N3 (W41C) N4 (W50C)

Trimclad Maximum Spans (mm)

230 762mm

550 230 2 Degrees 762mm

762mm

Steel Base 

Description
Mpa

Mass m2 

Tonne

Minimum 

Roof Pitch
Cover Width

0.42 mm

Roofing

Walling

0.48 mm

Roofing

Walling

2 Degrees272550

AS1397-G550

AS1397-G550

762mm204

762mm2 Degrees204550

 



 

 
Effective from 6

th
 August, 2012 

 
ROOFING AND WALLING SPAN CHARTS 

N2 (W33) N3 (W41) N4 (W50)

Single 1350 1350 1350

End 1800 1800 1500

Internal 2400 2250 1600

Single 2050 1900 1750

End 2650 2150 1800

Internal 3100 2750 1950

Single 2000 1800 1700

End 2300 2100 1750

Internal 2850 2350 2000

Single 2250 2050 1950

End 2700 2300 2150

Internal 3300 2850 2400

Metrospan Maximum Spans (mm)

Four FastenersMass m2 

Tonne

Minimum 

Roof Pitch
Cover Width

AS1397-G550 550

Application Span Type

0.42 mm

Roofing

Walling

0.48 mm

Roofing

Walling

Steel Base 

Description
Mpa

550

550

BMT

211 2 Degrees 700mm

700mm

700mm

AS1397-G550

AS1397-G550

AS1397-G550

211

186

186 700mm

2 Degrees

550

 

Single

End 1600

Internal 1800

Single

End 2600

Internal 3000

300 167

762mm5 Degrees167300

AS1397-G300

AS1397-G300

762mm

0.60 mm

Roofing

Walling

N2 (W33) N3 (W41)

Steel Base 

Description Mpa

Mass m2 

Tonne

Minimum 

Roof Pitch Cover WidthBMT Application

.60 Corodek Curving Quality Maximum spans (mm)

Span Type N4 (W50)

 

N2 (W33) N3 (W41) N4 (W50)

Single 1750 1250 -

End 2100 1550 -

Internal 2300 1650 -

Single 2050 1750 900

End 2400 1950 1350

Internal 2900 2250 1650

Single 1900 1600 -

End 2300 2000 1300

Internal 2850 2300 1400

Single 2300 1900 1250

End 2750 2300 1800

Internal 3250 2850 2100

Span Type

0.42 mm

Roofing

Walling 550 211 700mm

Minimum 

Roof Pitch Cover Width

AS1397-G550 550 211 1 Degrees 700mm

AS1397-G550

BMT Application

AS1397-G550 550 186 700mm

AS1397-G550 550 186 1 Degrees 700mm

Metlok 700 Span (mm)

0.48 mm

Roofing

Walling

Three Screws per clip
Steel Base 

Description Mpa

Mass m2 

Tonne
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ROOFING AND WALLING SPAN CHARTS 

N2 N3 N4

(W33) (W41) (W50)

Single 1200 1100 900

End 1350 1200 1000

Internal 1350 1200 1000

Overhang 150 150 150

Single 1200 1100 1000

End 1200 1200 1200

Internal 1200 1200 1200

Overhang 150 150 150

550 226

AS1397-G550 550 256 850

850

Application Cover Width
Steel Base 

Description
Mpa

Mass m2 

Tonne

Metrib Span (mm)

Maximum Recommended Spans For Walling (mm) determined by wind speeds for non-cyclonic areas

Span Type Span Type

0.42mm

0.48mm

Walling

Walling AS1397-G550

 

Single 950 900 900

End 1080 1000 1000

Internal 1280 1200 1200

Single 1080 1000 1000

End 1150 1100 1100

Internal 1350 1300 1300

Mini Corodek Maximum Spans (mm)

Walling

0.42 mm

0.48 mm

Steel Base 

Description Mpa

Mass m2 

Tonne

BMT Application

Walling

550 219

249550AS1397-G550

AS1397-G550

Span Type N2 (W33) N3 (W41) N4 (W50)Cover Width

825

825

 

Single 950 900 900

End 1000 950 950

Internal 1350 1200 1200

Single 950 900 900

End 1100 1100 1100

Internal 1500 1400 1400

0.35 mm Walling AS1397-G550 550 303 850

550 256

Steel Base 

Description Mpa

Mass m2 

Tonne Cover Width

0.42 mm Walling AS1397-G550 850

N2 (W33) N3 (W41) N4 (W50)Span Type

Metroclad 850 Maximum Spans (mm)

BMT Application

 

 




